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Zdjêcie na ok³adce: Jedno z g³ównych ujêæ wód podziemnych w Gdañsku „Czarny Dwór”. Zosta³o wybudowane w latach 60. XX w.

Studnie s¹ rozmieszczone wzd³u¿ ul. Czarny Dwór na rzêdnych 3–4 m n.p.m., w odleg³oœci 600–1300 m od brzegu Zatoki Gdañskiej. Na

ujêciu s¹ eksploatowane wody czwartorzêdowego, paleogeñskiego i kredowego piêtra wodonoœnego. W zwi¹zku z nadmiernym

poborem wód podziemnych w latach 80. ub.w. zaznaczy³a siê ingresja wód morskich do czwartorzêdowego piêtra wodonoœnego.

Obecnie, przy zrównowa¿onej eksploatacji wód podziemnych, stê¿enie chlorków nie przekracza 70 mg/dm3. Fot. z arch. Gdañskiej

Infrastruktury Wodoci¹gowo-Kanalizacyjnej Sp. z o.o.

Cover photo: One of the major groundwater intakes in Gdañsk “Czarny Dwór”, built in the 1960s. The wells are located along

the Czarny Dwór Street at elevations of 3–4 m a.s.l. over a distance of 600–1300 metres from the shore of the Gulf of Gdañsk. The wells

extract groundwater from the Quaternary, Cretaceous and Paleogene multi-aquifer formations. Due to the excessive consumption

of groundwater in the 1980s, there was an ingression of sea water to the Quaternary multi-aquifer formation. Currently, the groundwater

extraction is sustainable and the chloride concentration does not exceed 70 mg/dm3. Photo from the archives of Gdañsk Water and

Wastewater Infrastructure
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